(® STEBKAM

Valdomos kameros konfiguracija

Prijunkite IP kamerg, UTP laidu, prie to pacio marsrutizatoriaus, prie kurio yra prijungtas Jisy kompiuteris.

IP kameros sukonfiguravimas
1. Jdékite CD j savo kompiuterj.

2. Pasileidus CD, pradékite programinés jrangos diegima pasirinke variantg ,,Search Tool”.

()
3. Pasibaigus diegimo procesui, atidarykite ,,Search Tool” programéle darbalaukyje.
Atidarius programéle, paspauskite mygtuka ,,Search”. Jum bus pateiktas sgrasas vaizdo kamery,
veikianciy jusy tinkle. Pazymeékite kamerg, kdrig norite konfigtruoti. Atskirti kameras galite pagal
,S/N“ numerj, kurj galite rasti kameros apatinéje dalyje (jeigu jungiate daugiau nei vieng kamerg).
5. Pazyméjus norimg kamerg, toliau spaudziame pasirinkimg , Configure camera‘s network settings”.

| = Search Tool v

S Alias IP Address

us52004 IPCamera 192.168.0.109:7777

cuzc IPCamera 192.168.0.102:88

Please selectlanguage  |Auto - Open Search
‘|:| Configure camera’s network settings ‘

6. SpaudZiame mygtuka ,Auto adjust”, jo pagalba sistema automatiskai sugeneruos kameros tinklo
nustatymus atsizvelgiant j Jisy kompiuterio tinklo nustatymus. Toliau jvedame vartotojo vardg ir
slaptazodj (numatyti: Username — admin; Password - admin). Spaudziame mygtuka ,Apply“.

r o
g Search Tool v2.1 = X

SN Alias IP Address

us52004 IPCamera 192168

cuze IPCamera 192.168.0.102:88

Flease selectlanguage  |Auto - Open Search
Configure camera's network setlings Obtain IP address automatically via DHCP

PC network connection information Camera Metwork Information

Networkcard  [Wireless Network Cor +| T Address 192.168.0.109

|P address 192 168.0.106 SubnetMask 255255 2550

Subnetmask 255 255 255 0 Gateway 192.168.0.1

Gateway 192 168.0.1 DMNS 85688

DNS 192.168.0.1 Port i
Username Password D ‘ ’ Apply ]
Default username: admin Default password: admin




7. Kai tik tinko duomenys bus sukonfiglruoti, sistema automatiskai atidarys prisijungimo prie kameros
internetinéje narsykléje langg (Taip pat prisijungimo langg galite atidaryti paspaude mygtuka
,open“). Jveskite prisijungimo duomenis kad prisijungti prie kameros. Prisijungus, pasirinkite
narsyklés rézimg, kad galétumeéte stebéti tiesioginj, kameros transliuojama vaizda.

Welcome to Use IP Camera...
, Internet Explorer
é ActiveX Plug-in only for IE Browser

. iPhone, iPod touch and iPad
n

Mobile Phone (such as Android...)
Browser that supports Javascript.

‘ 1IE ActiveX Plug-in. Click to download

U Language : |<Auto> |Z|

8. Pirma kartg prisijungus narsyklé paprasys jdiegti papildinj skirtg vaizdo stebéjimui, jdiekite jj.

Allow

This webpage wants to run the following add-on: '[P Camera Tool Ver2013.1.19' frem 'Shenzhen Tengwei Video Technolegy Co., Ltd."
What's the risk? H

Allow for all websites




Wi-Fi Konfiguracija

1. Prisijunkite prie kameros ir paspuskite mygtuka ,, System Settings”.

Administrator admin Logout

TENVIS

2. Pateke j nustatymy langg, pasirinkite meniu punktg ,Network”, toliau spaudziame ,, WiFi“ ir
pasirenkame savo WiFi stotele pagal pavadinima.

T E N Vi S-., Administrator admin Logout

/ Q ivevides
[ save ORefresh
Disabic Qi) Enable

I StebKam
PRIMULATOR

TEO-B2AE3S
K}
Modidu admin

WiFi list

3. Atsidarius naujam langui suvedame WiFi slaptazodj ir spaudziame , OK“

| Wireless network key input |

SSID: StebKam

WiFi key: |.co.cc..‘ |

[ show password

4. Nuo Siol Jis galite atjungti UTP laidg nuo IP kameros ir naudotis bevieliu Wi-Fi rysiu.




Prisijungimas nutolusiu internetiniu rysiu (i$ kito kompiuterio arba i$
mob. telefono)

Kad galétume prisijungti prie IP kameros per iSorinj tinklg, mums reikia sukonfigliruoti Jisy interneto
marsrutizatoriy ir atlikti ,,Port Forwarding” funkcija. Kiekvieno interneto tiekéjo bei gamintojo

marsrutizatoriaus konfigtracija gali Siek tiek skirtis. Pateikiame Jums pavyzdj kaip atlikti ,,Port Forwarding”
su TP link interneto marsrutizatoriumu:

1. Spaudziame ,Start” mygtuka, paraSome ,,CMD“ ir spaudziame , Enter” klavisg klaviatlroje.
2. Atsidarius juodam ,Comand Prompt“ langui raSome ,,ipconfig” ir spaudziame , Enter”.

o ] Command Prompt = B

icrosoft Windows [Version 6.2.92001]
Cc)> 2812 Microseoft Corporation. All rights reserved.

iNUsersnStebKam>ipconfig_

3. Atsiradusiame tekste susirandame ,, Default gateway” adresa.

= Command Prompt = E

Media State Media disconnected
Connection—-specific DNS Suffix

Hireless LAN adapter WiFi:
Connection—-specific DNE Suffix H
i IPve Address . . e8@::45de:88cB:aad: fhedx12
.. 68.0.184
.. 55.255
Default Gat 92.168.8
unnel adapter Local Area Connection¥ 12:
Connectiol cific DNS Suffix
IPuv6 Addr = :1869:e84:4d13:3bdb
Link-loca 6 Address . . H H d13 :3hdb16
Default Gateway

unnel adapter isatap.{4823EDC5-A21E-46%A-B7AR—6C1IABBE265A%:

Media State : Media disconnected
Connection—-specific DNS Suffix H

sUserssSteblam>

4. Atsidarome internetine narSykle ir j URL juostg vedame , Default gateway” adresg. Tokiu bidu
prisijungiame prie marsrutizatoriaus.

c 192.168.0.1

5. Jungiantis prie marsrutizatoriaus sistemos reikeés jvesti prisijungimo duomenis. Standartiskai
numatyti prisijungimo duomenys: Username — ,, admin®; Password — ,,admin®.

6. Uizsikrovus sistemai, spaudZiame pasirinkimg ,Forwarding”, bus uzkraunamas naujas langas ir toliau
spaudziame ,,Add New”.



TP-LINKC

Status

Quick Setup Virtual Servers

Qass
Network

ID  Service Port Internal Port IP Address Protocol Status Modify
Wireless

| AddNew.. ||| Enable Al || Disable Al | [ Delete All |
e L LS | Previous | Next

- DMZ

-UPnP

7. UZpildome atsidariusj langa, informacija imame i$ ,Search Tool” programélés kaip parodyta Zemiau

“«

pateiktuose paveiksléliuose ir spaudziame ,Save

Service Port: 7778 (3X-XX or XX)

Internal Port: 7778 (23, Only valid for single Service Port or leave a blank)
IP Address: 192.168.0.124

Protocol: ALL v

Status: Enabled v

Common Service Port: |—Select One— M

Save | | Back |

)
®

SN Alias IP Address

us52004 IPCamera 192.168.0.124.7778

cuzc IPCamera 192.168.0.102:88

Please select language Auto v| | Open || Search |

Configure camera’s network settings [[] Obtain IP address automatically via DHCP

PC network connection information Camera Metwork Information

Networkcard | WiFi v IP Address 192.168.0.124
P address 192 168.0 104 SubnetMask 255 255 255 ()

Subnetmask | 255255 255 () Gateway 192.168.0.1
Cateway 192.168.0.1 DNS 192.168.0.1

DNS 192.168.0.1 Port Ti7g Auto adjust
Username Password D Apply
Defaultusername: admin Default password: admin

8. Toliau prisijungus prie kameros ir pasirinkus ,Settings“ matome DDNS nuoroda. SpaudzZiame ant
jos.



About

Hardware Version Ver 1.10

Firmware Version Ver1.1.0.8

MAC Address 04-1f-3c-00-3f-42

Wi-Fi Status Connected<-—>CME

DDNS http://us52004. mytenvis.org:7778
Manufacturer TENVIS Technology Co.,Ltd.
Official Website www.tenvis.com

Customer Service

Service Time 9:00-18:00, Beijing Time(UTC+8), Monday - Friday
Telephone # 0086-0755-89732479
E-mail support@tenvis.com

Jei nuoroda veikia, nuo Siol, naudojant Sig nuorodg, galima prisijungti prie kameros is bet kurios
vietos, kurioje yra interneto rysys.

Mobiliojo prietaiso konfiguravimas

1. Jveskite ,, TENVIS” mobiliojoje programéliy parduotuvéje ,,Google play” arba ,,App Store” ir
parsisiuskite programéle ,NEW TENVIS“.

2. Susikurkite vartotojg ir prisijunkite prie programélés

3. Pasileide programéle, spauskite + zenklg kad pridéti jisy kamera.

Edit

4. Programélei suradus kamerg jusy tinkle, paspauskite ant jos.

EAJYMCSBSMEPJENY1T1A

TNNNLP14HSBABTTET11A

BMTIRHPRLYXJHIXY111A



5. Suveskite slaptaZodj ,Security Code” (numatytasis - admin) ir spauskite ,Save”

Name: Camera|

Ui TNNNLP14HS6AB

Security Code: ~ +eee*

Use the default password C4

Nuo Siol galésite prisijungti prie kameros i$ bet kurios vietos ir mobiliuoju telefonu!



